
 

PART NUMBERS

#STI                      PAINTED (WHITE)
#STI                      STAINLESS STEEL

FLUSH MOUNT INSTALLATION

ALLEN HEAD SCREW

#STI                      STAINLESS STEEL
#STI                      PAINTED (WHITE)

8200-W
8200-SS

STI-8201-SS STAINLESS STEEL SPACER
STI-8201-W COLD ROLLED STEEL
COATED WHITE SPACER

EXISTING SMOKE
DETECTOR

STI-8171 BACKPLATE (OPTIONAL)
STI RECOMMENDS THE USE OF THIS PLATE TO 
INSURE SUITABLE PROTECTION ON UNSTABLE 

MOUNTING SURFACES. IN SOME INSTALLATIONS
THE FOUR (4) MOUNTING HOLES MAY HAVE TO

BE ENLARGED OR RE-DRILLED.

SURFACE MOUNT INSTALLATION

EXISTING SMOKE
DETECTOR

  

TO SERVICE SMOKE DETECTOR LOOSEN
THE FOUR (4) SCREWS AND ROTATE THE
CAGE COUNTER CLOCKWISE AND REMOVE.
NOTE: SAME                                                                      PROCEDURE WITH OR
WITHOUT SPACER
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STI-8201-SS STAINLESS STEEL SPACER
STI-8201-W COLD ROLLED STEEL
COATED WHITE SPACER

EXISTING SMOKE
DETECTOR

STI-8171 BACKPLATE (OPTIONAL)
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MOUNTING SURFACES. IN SOME INSTALLATIONS
THE FOUR (4) MOUNTING HOLES MAY HAVE TO
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EXISTING SMOKE
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TO SERVICE SMOKE DETECTOR LOOSEN
THE FOUR (4) SCREWS AND ROTATE THE
CAGE COUNTER CLOCKWISE AND REMOVE.
NOTE: SAME                                                                      PROCEDURE WITH OR
WITHOUT SPACERINSTALLATION OF STI-8100 POLYCARBONATE DETECTOR GUARD   
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Polycarbonate Detector Stopper Installation Data for the STI-8100 & STI-8130 Series
The Polycarbonate Detector Stopper is easy to install in areas where severe vandalism is causing
false fire alarms or high maintenance costs to your smoke detectors. As an aesthetic alternative
to Steel Web Stoppers, this polycarbonate version can be used in correctional facilities and mental 
health units. The slots are too small for even a pencil to be passed through them. Available for
flush or surface mount applications with exposed conduit. The models are available in a range of
colours to blend in with your building interior.     

210 mm 
(8.25 in.)

95mm (3.75 in.)
 73 mm (2.875 in.)

48 mm (1.875 in.)
19 mm (.75 in.)

51 mm (2 in.) CONDUIT SPACER

171 mm 
(6.75 in.)

121 mm 
(4.75 in.)

73 mm 
(2.75in.)

DEPTH CHART OF THE POLYCARBONATE DETECTOR STOPPER

SPANNER BIT OR 
PHILLIPS BIT

POLYCARBONATE COVER
STI-8100

SPACER
STI-8101

TO SERVICE SMOKE DETECTOR
LOOSEN SPANNER SCREW APPROX. 3/4 IN.
ROTATE COVER COUNTER CLOCKWISE
AND REMOVE COVER

SPACER REMAINS FASTENED TO
MOUNTING SURFACE

TAMPER PROOF SPANNER SCREW (OPTIONAL)

VIEW SHOWING REMOVAL OF COVER
(SAME PROCEDURE WITH OR W/O SPACER)

BACKPLATE FOR USE ON
UNSTABLE SURFACES (STI-8170)

INSERT (2 FURNISHED)

POLYCARBONATE COVER
STI-8100 

 CONDUIT SPACER FOR 
SURFACE MOUNTING STI-8101

EXISTING SMOKE DETECTOR

SPACER MOUNTING SCREW

COVER MOUNTING SCREW - PHILLIPS PROVIDED
FOR OPTIONAL SPANNER TYPE (SHOWN) ORDER:
PART NO. KIT-81 FOR USE WITH STI-8100
PART NO. KIT-82 FOR USE WITH STI-8130        

OPTIONAL SPANNER BIT FOR
TAMPER RESISTANCE (PART NO. 19038)

FOR SENTROL MODELS
BOTH COVER AND

SPACER ARE UL LISTED

FOR NOTIFIER, SYSTEM SENSOR, FCI,
SECUTRON, EST AND HONEYWELL MODELS
COVER ONLY IS UL LISTED FOR FLUSH OR
SURFACE MOUNT APPLICATIONS.
FOR SURFACE MOUNT (RACEWAY/CONDUIT
ENTRY), COVER MAY BE FIELD CUT.

STI-8101 50 mm spacer (supplied with STI-8130)

STI-8170 Mounting backplate (for irregular surfaces)

KIT-81 Tamper resistant mounting kit (for the STI-8100)

KIT-82 Tamper resistant mounting kit (for the STI-8130)

19038 Tamper bit (for the KIT-81 and KIT-82)

ACCESSORIES
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